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HISTOLOGY CASSETTES FOR LASER PRINTERS 
With double opening 

 

   
  

 
CODE COLOR PACKAGING 

07-9602 Blue 3.000 pcs. (40 tubes of 75 cassettes) 
07-9608 Green 3.000 pcs. (40 tubes of 75 cassettes) 
07-9610 Orange 3.000 pcs. (40 tubes of 75 cassettes) 
07-9612 Rose 3.000 pcs. (40 tubes of 75 cassettes) 
07-9616 White 3.000 pcs. (40 tubes of 75 cassettes) 
07-9617 Yellow 3.000 pcs. (40 tubes of 75 cassettes) 
07-9609 Violet  3.000 pcs. (40 tubes of 75 cassettes) 

 
 
 
 
 
 
              

           Medical device – in vitro diagnostic     Distributor: Bio-optica Milano S.p.A. 
   EMDN code: W05030501  

          Disposable product 
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SPECIFICATIONS 
 
Universal cassettes for paraffin histological embeddings, equipped 
with a double closure system that guarantees a perfect seal during 
processing, with a writing surface designed for automatic printers.  
They are supplied pre-stacked in plastic tubes and with the lid 
attached. 
 
Identification of the contents is facilitated by the smooth surface on 
the front of the cassette, which is suitable for writing with automatic 
printers with laser technology. The cassettes are compatible with the 
most common filing systems on the market.  
 
Technical data 
 

Chemical composition 
Acetal resin (polyoxymethylene polyacetal). Acetal resins have excellent stability at 
elevated temperatures, microwave treatments, solvents, acids, and bases; The 
material is therefore optimal for processing and embedding paraffin parts. 

Internal size 30 x 25 x 5 mm 
External size 42 x 28 x 6 mm 
Hole size (5.0 ± 0.2) x (1.0 ± 0.1) mm  
Average box weight 3.40 grams 
Writing surface angle 45° 
Primary packaging Plastic tubes for 75 boxes each 
Secondary packaging Cardboard box 
Expiration Date Not applicable to this type of product. 
Storage conditions Not provided for this type of product. 
Warnings and precautions Not provided for this type of product.  
Disposal methods To be disposed of according to current regulations. 

 
 
COMPATIBILITY WITH COMMERCIALLY AVAILABLE WRITING SYSTEMS 
 

ALL LASER PRINTERS 
(UV Laser λ=355nm) 

 
Primera 

 
Leica 
IPC 

Sakura 
AutoWrite 

 
Thermo 

PrintMate 

 

 
Writing 

hand 
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